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Features

· Built-in quality CCD camera and 5” TFT-LCD display

· Ethernet network interface for all TCP/IP compatible networks including ADSL, Cable, LAN, WAN, VPN etc.

· Up to 24 frames per second real-time high quality video display (CIF format)

· On screen display menus

· Microsoft NetMeeting compatible

· H.323 Voice over IP compatible

· DHCP supported

· H.323 Gatekeeper supported for call management

· H.323 MCU supported for multi-point videoconferencing

· Gateway supported for video/voice call to ISDN and PSTN networks

· Hands-free mode

· Auto-answer

· Audio mute

· Video privacy

· Picture-in Picture (PIP) mode supported

· Transmission rate selection

· Frame rate selection

· Phonebook (100 addresses)

· Camera selection (internal and two external)

· Picture-in-Picture (PIP) option

· VCR supported

· External microphone with 3.5mm input

· One line level (RCA) audio input


The ProVu IP Videophone utilises IP Networks including Broadband / ADSL internet connections. Connection is made by connecting the Videophone to your network or ADSL router and entering your contacts IP address or selecting  from the address book.

For group meetings the IP Videophone can be connected to a standard TV or plasma screen. Two additional cameras such as a pan, tilt, zoom camera and a document camera, can be connected.  The boundary microphone supplied  provides duplex audio with echo cancellation.

Technical Data

· Standards Supported

System: 
H.323

Video:
H.261, H.263

Audio:
G.711, G723.1

· Network connectivity supported

10/100 Ethernet interface  (RJ45)

TCP/IP, DHCP, PPPoE, NAT

· Bandwidth

User selectable: 128, 256, 384, 516, 640 Kbits/sec

· Video resolution
CIF (352 x 288 pixels)

QCIF (176 x 144 pixels)

· Video frame rate

up to 24 frames per second

· Video input
Built-in CCD camera with manual focus

Two external composite (RCA) PAL or NTSC 

· Video output

Built-in 5” TFT-LCD display

One external composite  (RCA) PAL or NTSC 

· Audio input

Telephone handset

Hands-free speaker phone

3.5mm boundary microphone

One line level (RCA)

· Audio output

Telephone handset

Hands free speaker phone

One line level (RCA)

· Power

Auto sense external power supply unit

100 – 240 VAC

50-60 Hz

Power consumption: 25 watts

· Physical dimensions

235mm  x 234mm x 90 mm; 1.5 Kg

For further details telephone:


Freephone


0800 783 8941


 email:info@imagelynx.co.uk.co.uk















